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CONSTRUCTION IN THIS STAGE

TEMPORARY PAVEMENT

ADDITIONAL CONSTRUCTION IN THIS STAGE

DETOUR CONSTRUCTION IN THIS STAGE

DETOUR CONSTRUCTED IN PREVIOUS STAGE
CONSTRUCTED IN PREVIOUS STAGE

INDICATES TRAFFIC LANES

TRAFFIC BARRIER SERVICE CONCRETE DOUBLE FACE
TRAFFIC BARRIER SERVICE CONCRETE DOUBLE FACE (PINNED)
GROUP 2 CHANNELIZING DEVICES

IMPACT ATTENUATOR SERVICE TYPE |

Dulles Toll Road - VA Route 267 - WBL

NOTE:
. ALL STRIPING SHOWN [S EXISTING UNLESS OTHERWISE NOTED.
2. CROSS HATCHED OVERHEAD SIGN PANELS TO BE COVERED AFTER

INSTALLATION UNTIL APPLICABLE LANES ARE TO BE OPENED OR
AS DIRECTED BY THE ENGINEER.

* SEE SIGNING AND STRIPING PLANS FOR PERMANENT STRIPING GEOMETRY.
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MAINTENANCE OF TRAFFIC PLANS

PHASE 1 - STAGE 4
DULLES TOLL ROAD

PLAN NO.

PROJECT
0267-029-XXX
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